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Unfinished 1590DD
Grey Textured Polyester Pow der Paint - RAL 7038 1590DDGY
Black Textured Polyester Pow der Paint - RAL 9011 1590DDBK

Unfinished 1590W DD
Black Textured Powder Paint 1590WDDBK

   Black Textured Cover Screw s (Pkg 50)
[6-32 x 1/2" SS Type 304] 1590WMS100BK

Unfinshed Cover Screw s (Pkg 100)
[6-32 x  1/2" Nickel Plated Screw s]

1590WMS100

Unfinshed Cover Screw s (Pkg 100)
[6-32 x  1/2" Nickel Plated Screw s] 1590MS100

Black Textured Cover Screws (Pkg 50)
[6-32 x 1/2" SS Type 304]

1590MS100BK

Standard Cover Screws

1590DD Liquid Resistant Enclosure (Silicon Factory Insta lled Gasket)

1590DD Enclosure

ACCESSORIES

NOTE
Purchased assembly includes box, lid and 6 cover screws. 
Box and lid are made from Diecast Aluminum Alloy (alloy type 380).                                      
Silicone Gasket Loctite #5950                                              

Recommended Torque: 75 ozf.in / 55 cN.m
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Top View of Assembly
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End View of Assembly

1590DD

SECTION B-B
Side View of Assembly

Top View Looking Inside Box

Lid

120.00
[4.724]

188.00
[7.402]

2.00
[.079]

6.00
[.236]

183.00
[7.205]

115.00
[4.527]

110.86
[4.365]

178.86
[7.042]

32.25
[1.270]

Inner Box Height

2.50
[.098]

Avg Wall
Thickness

180.42
[7.103]

Inner Box Length

30.50
[1.201]

inner Wall Height

101.08
[3.980]

Inner Box Width

n3.75 THRU
v n7.00 x .50

6-32 UNC - 2B
v n4.00 x 4.00

178.00
[7.008]

110.00
[4.331]

Enclosures can be Factory Modified ( Milling, Drilling, Printing etc.)
Contact Factory       mjm@hammondmfg.com for quotes
Solid models of this enclosure available in STEP or IGES.


